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Environmental Protection Agency § 60.443

§ 60.442 Standard for volatile organic
compounds.

(a) On and after the date on which
the performance test required by § 60.8
has been completed each owner or oper-
ator subject to this subpart shall:

(1) Cause the discharge into the at-
mosphere from an affected facility not
more than 0.20 kg VOC/kg of coating
solids applied as calculated on a
weighted average basis for one calendar
month; or

(2) Demonstrate for each affected fa-
cility;

(i) A 90 percent overall VOC emission
reduction as calculated over a calendar
month; or

(ii) The percent overall VOC emission
reduction specified in § 60.443(b) as cal-
culated over a calendar month.

§ 60.443 Compliance provisions.

(a) To determine compliance with
§ 60.442 the owner or operator of the af-
fected facility shall calculate a weight-
ed average of the mass of solvent used
per mass of coating solids applied for a
one calendar month period according
to the following procedures:

(1) Determine the weight fraction of
organics and the weight fraction of sol-
ids of each coating applied by using
Reference Method 24 or by the coating
manufacturer’s formulation data.

(2) Compute the weighted average by
the following equation:
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(3) For each affected facility where
the value of G is less than or equal to
0.20 kg VOC per kg of coating solids ap-
plied, the affected facility is in compli-
ance with § 60.442(a)(1).

(b) To determine compliance with
§ 60.442(a)(2), the owner or operator
shall calculate the required overall
VOC emission reduction according to
the following equation:
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If Rq less than or equal to 90 percent,
then the required overall VOC emission
reduction is Rq. If Rq is greater than 90
percent, then the required overall VOC
emission reduction is 90 percent.

(c) Where compliance with the emis-
sion limits specified in § 60.442(a)(2) is
achieved through the use of a solvent
recovery system, the owner or operator
shall determine the overall VOC emis-
sion reduction for a one calendar
month period by the following equa-
tion:
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If the R value is equal to or greater
than the Rq value specified in para-
graph (b) of this section, then compli-
ance with § 60.442(a)(2) is demonstrated.

(d) Where compliance with the emis-
sion limit specified in § 60.442(a)(2) is
achieved through the use of a solvent
destruction device, the owner or oper-
ator shall determine calendar monthly
compliance by comparing the monthly
required overall VOC emission reduc-
tion specified in paragraph (b)(1) of this
section to the overall VOC emission re-
duction demonstrated in the most re-
cent performance test which complied
with § 60.442(a)(2). If the monthly re-
quired overall VOC emission reduction
is less than or equal to the overall VOC
reduction of the most recent perform-
ance test, the affected facility is in
compliance with § 60.442(a)(2).

(e) Where compliance with
§ 60.442(a)(2) is achieved through the use
of a solvent destruction device, the
owner or operator shall continuously
record the destruction device combus-
tion temperature during coating oper-
ations for thermal incineration de-
struction devices or the gas tempera-
ture upstream and downstream of the
incinerator catalyst bed during coating
operations for catalytic incineration
destruction devices. For thermal incin-
eration destruction devices the owner
or operator shall record all 3-hour peri-
ods (during actual coating operations)
during which the average temperature
of the device is more than 28°C (50°F)
below the average temperature of the
device during the most recent perform-
ance test complying with § 60.442(a)(2).
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